
 
 
 

HHEEAAVVYY  SSEERRIIEESS  OOFF  IINNDDUUCCTTIIOONN  
MMOOTTOORRSS  55TTMM  

  
  

Three-phase induction motors with frame and shields made of cast iron, very suitable for 
heavy industry with heavy mechanical duty, vibration and adverse environment. 
 

Permissible peak values of external forced oscillations (they are not valid simultaneously): 
• Amplitude 0,5mm, acceleration 1,25g (12m/s2), frequency 125Hz 

 

Basic design: 
• four poles  
• foot-mounted with one shaft extension IM 1001 (B3) 
• self cooling IC 411 
• protection IP 54 
• terminal board IP 65 (6 terminals) 
• voltage 400V, 50Hz 
• colour RAL 7030 (grey) 
• ambient temperature from -5 to +40°C 
• absolute altitude above sea level 1000m  

 
 

Type P 
[kW] 

U 
[V] 

n 
[min-1] 

Mass 
[kg] 

5 TM 071 MK 04 0,25 3 x 400 Y 1360 13 
5 TM 071 M 04 0,37 3 x 400 Y 1360 15 
5 TM 080 MK 04 0,55 3 x 400 Y 1390 19 
5 TM 080 M 04 0,75 3 x 400 Y 1380 20 
5 TM 090 LK 04 1,10 3 x 400 Y 1410 27 
5 TM090 L 04 1,50 3 x 400 Y 1410 28 
5 TM 100 LK 04 2,20 3 x 400 Y 1440 39 
5 TM 100 L 04 3,00 3 x 400 Y 1435 41 
5 TM 112 M 04 4,00 3 x 400 D 1430 59 
5 TM 132 S 04 5,50 3 x 400 D 1455 80 
5 TM 132 M 04 7,50 3 x 400 D 1455 91 
5 TM 160 M 04 11,0 3 x 400 D 1455 120 
5 TM 160 L 04 15,0 3 x 400 D 1460 145 
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Optional design: 
• number of poles 2, 6, 8 
• flange-mounted design IM 30xx, IM 36xx 
• flange-foot mounted design IM 20xx, IM 21xx 
• other voltage or frequency 
• design with reinforced insulation for frequency converter supply  
• protection IP 55 
• modified shaft extension or two extensions 
• thermoswitches or PTC –thermistors in the winding 
• higher accuracy class, lower vibration magnitude class B 
• reduced noise level  
• speed sensor connection  
• design with independent cooling (independent ventilation) 
• lowered ambient temperature (up to -40°C) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




